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DVD Compact Component System

Slant Style Design for Improved Sound Quality
The innovative Slant Style Design not only offers an elegant style but is
also packed with sound
improving technologies. Linear
Phase Construction
incorporates aligned voice
coils which create clear
localisation in quality sound.

Double Dock for iPod
The Double Dock for iPod lets you set two
players side by side. You can enjoy random
playback from two iPod players, or repeat a
song or all tracks.

Linear Phase
Construction 

IN

OUT

• 230W Total Power
• Digital Tuner
• Double Dock for iPod/iPhone
• USB Music Recording (CD → MP3)
• Slant Style Design featuring Linear Phase

Construction Speakers
• "My Sound" Adjustment
• Touch Panel & Motion Sensor
• Karaoke Functions
• Clear Voice Function
• Headphone Surround
• Vario Bass

NX-D4
DVD Compact Component System

Muffler-Duct Construction
The duct air is first exhausted into a wide space, then pushed out from
a narrow port, creating clear bass sound.

(iPod/iPhone not included)

NX-D4 Specifications

[1] Notice: [About DualDisc] The non-DVD side of a DualDisc may not be playable on JVC products. 
Please note that the user takes full responsibility for the use of DualDisc, and JVC is not liable for any resulting damage.

[2] DivX®: Plays all versions of DivX® video (including DivX® 6) with standard playback of DivX® media files.
[3] Maximum bit rate must be less than 2 Mbps for USB playback.
[4] USB Host: [Compatible Devices] 

1) USB Mass Storage Class devices such as a USB flash memory device, HDD, multimedia card reader, digital camera, etc.
2) Depending on the manufacturer some USB devices may not be supported.

iPod and iPhone are trademarks of Apple Inc., registered in the U.S. and other countries.

Power Output (RMS, at 10% THD) 115W x 2, 3 ohms, 1kHz
Sound Vario Bass (TURBO/MOVIE/LITEnEASY/AUTO) ●

Sound Mode (ROCK/POP/CLASSIC) ●
3D-PHONIC (Action/Drama/Theater) ●

Karaoke Scoring with Calorie Consumption Display ●
MIC Input with MIC Level Control ●
Vocal Masking / Digital Echo ● / ●
Digital Key Control (Source: Disc/USB) ●

Media*[1] DVD-Video ●
DVD-R/-RW / +R/+RW ● (VR/Video) / ● (Video)
CD / CD-R/RW / SVCD / VCD ● / ● / ● / ●

Formats MP3/WMA/WAV ● / ● / ●
JPEG ●
MPEG-4 (ASF)/-2 ● / ●*[3]
DivX®*[2] ● (Except USB)
Zoom/Multi Angle/Slow Motion ●
Audio Decoder (MPEG Multichannel) ● (2ch)
Repeat/Random Play ● / ●

Terminals Audio In/Out ● (Front Stereo mini) / ● (Optical)
Video Out (Component/Composite) ● / ●
Headphone Out ●
USB Host*[4] ●

iPod Control Keys ● (Play, Pause, Skip, Search, Repeat,
Shuffle, Menu, Select, Up/Down Arrow)

Video Out ●
Power Supply ●
Dual Shuffle ●
Repeat Play (1 Track/All Tracks) ●
Tag Information Display ●
Dimensions (W x H x D)/Weight Centre Unit: 195 x 333 x 313 mm / 3.6 kg

Speaker: 205 x 409.5 x 290.5 mm / 3.6 kg

Side View of NX-D's Speaker



• 40W Total Power (max.)
• Dock for iPod with Twist Auto Lock Door
• USB Host
• Twin 13cm Super Woofers with Level Controls
• 4-Amp Configuration
• MP3/WMA Playback
• 4 Preset Sound Modes
• Remote Control
• Shoulder Strap
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Personal Surround Speakers/Powered Woofer CD Systems

• Industry's First DSP Front Surround Speaker for
iPod

• Vertical/Horizontal Rotational Dock for iPod for
Audio and Video Playback

• Front Surround by DSP
• Surround Sound for Portable Game Consoles

with Analogue Audio in/Digital Audio in (2ch)
• Quality Sound Speakers with Neodymium

Magnets

XS-SR3/XS-SR4
Personal Surround Speakers

RV-NB50/RV-NB51W/RV-NB52B
Powered Woofer CD Systems

Front Surround Sound
The front surround technology by DSP-Certified Virtual Dolby Surround
creates enveloping sound. Enjoy PC video (XS-SR1/SR2) or iPod video
contents (XS-SR3/SR4) with a surrounding sensation.

Super Twin Duct Construction
The twin 13cm Super Woofers create powerful, deep bass with little
distortion. The units are mounted back-to-back to cancel out
vibrations, delivering crisp, extended bass sound.

• Front Surround by DSP
• Single USB Connection for Both Power Supply

and Audio
• Surround Sound for Portable Game Consoles

with Analogue Audio in/Digital Audio in (2ch)
• Quality Sound Speakers with Neodymium

Magnets

XS-SR1/XS-SR2
Personal Surround Speakers

XS-SR4

XS-SR2

XS-SR1

RV-NB52B

RV-NB51W

RV-NB50

XS-SR3

(iPod touch not included) 



DISTRIBUTED BY

Printed in Japan
SCN-09068 

“JVC” is the trademark or registered trademark of Victor Company of Japan, Limited.

Notice: It should be noted that it may be unlawful to re-record pre-recorded tapes, records, or discs without the consent of the owner of copyright in the sound or video recording, broadcast or cable programme
and in any literary, dramatic, musical, or artistic work embodied therein.
Design and specifications subject to change without notice. The photos of the products featured in this brochure may not be of actual products that are available in your country.
All screen pictures in this brochure are simulated.
All brand or product names may be trademarks and/or registered trademarks of their respective owners. Any rights not expressly granted herein are reserved.
Copyright © 2009, Victor Company of Japan, Limited (JVC). All Rights Reserved.

EX-A15
Playable Media/Formats*[2] DVD-Audio/Video ● / ●

DVD-R/-RW / +R/+RW ● (VR/Video) / ● (Video)
CD / CD-R/RW ● / ●
SVCD / VCD ● / ●
MP3/WMA (with Tag) ● / ●
WAV ●

JPEG ●

MPEG-4 (ASF) / -2 ● / ●
DivX®*[3] ●

Dolby Digital/DTS Decoder ● (2ch)
Digital Direct Progressive Scan Output ●

Programme / Random / Repeat Play ● / ● / ●
Optical Digital Output (Dolby Digital/DTS Digital Out) ●

Power Output (RMS, 10% THD) Woofer: 40W x 2, 1kHz, 6 ohms; Tweeter: 30W x 2, 10kHz, 6 ohms
Bi-Amp Operation ●

3D PHONIC ●

Radio Data System Tuner (Enhanced Other Network: TA/NEWS/INFO) ● (FM/AM)
K2 Technology ●

Audio Out Digital ● (Optical)
RCA ●

Subwoofer Preout ●

Audio In Analogue ● (RCA x 2, Front x 1)
Digital ● (Optical x 2)

Video Out Composite ●

Headphone Out ● (Front)
HDMI Digital Out ● (with CEC)
USB Host (2.0 Full-Speed)*[1] ● (Front)
USB Music Recording (MSC Only) ● (CD)
Clock/Timer with Sleep ● (Once x 1, Week x 1)
Remote Control ●

Aluminium Front Panel ●

Speaker 2-Way, Bass-Reflex
Dimensions (W x H x D) Receiver: 255 x 96 x 289 mm; DVD: 255 x 96 x 260.3 mm; 

Speaker: 163 x 273 x 249 mm
Weight Receiver: 2.8 kg; DVD: 2.3 kg; Speaker: 4.4 kg

iPod Control on Remote Next/Previous Track, Play/Resume, Pause, Next/Previous Playlist, 
Shuffle/Repeat Setting Advance, Power On/Off, Backlight for 30 Sec, 

Begin F.Forward/Rewind, Menu, Select, Up/Down Arrow
Support Device 4G or Later

RV-NB50/RV-NB51/RV-NB52
Playable Media/Formats CD / CD-R/RW ● / ●

MP3 /WMA ● / ●
1-bit D/A Converter ●

Repeat/Random/Programme Play (CD, USB) ● / ● / ● (30)
Power Output (At 10% THD) Full-Range/Super Woofer 5W x 2 / 15W x 2
Sound Mode 4 Presets (FLAT/ BEAT/ POP/ CLEAR)
4-Amp Configuration ●

Bass Sound System Twin Super Woofer (with Volume Control)
Direct Dock for iPod ●

Twist Auto Lock CD/iPod Doors ●

Digital Tuner ● (30 FM Presets)
USB Host MP3/WMA Playback
Speaker Bass-Reflex Design ●

Full-Range 8cm x 2
Super Woofer 13cm x 2

Clock/Daily Timer with Sleep ●

Timer Source CD/FM/iPod
Remote Control ● (Full Function)
Shoulder Strap ●

PHONES/AC IN Jacks ● (Stereo mini)/ ●
Power Source AC 230V, 50Hz

Battery DC15V; “R20/D (13F)” Batteries x 10
DC (Car Battery) 12V

Dimensions (W x H x D) 666 x 231 x 240 mm
Weight (Without Batteries) 6.8 kg

XS-SR4/XS-SR3 XS-SR2/XS-SR1
Power Output (At 10% THD) 2.5W x 2 0.75W x 2 (with USB Cable) / 2.5W x 2 

(with AC Adaptor Available on the Market)
3D Cinematic Surround ● (Off/1/2) ● (Off/1/2)
Active Hyper Bass (AHB) ● (Always On) ● (Always On)
Electronic Volume ● ●

Fade Muting ●

Power Consumption Less than 1W Less than 1W
DIrect Dock for iPod Power Supply ●

Rotational Dock (Horizontal/Vertical) ●

Control Play/Pause, Power, Next/Previous Track, 
Fast Forward, Rewind, Shuffle, Repeat, 

Menu, Select, Up/Down Arrow
Audio Input Analogue ● (mini x 1) ● (mini x 1)

Digital ● (Optical x 1 for LPCM) ● (Optical x 1 for LPCM)
USB Audio In ● (with Power Supply)
Speakers (Magnetically Shielded) 4cm, Cone 4cm, Cone

Neodymium Magnet ● ●

Remote Control ●

Power Source AC
● (AC Adaptor Provided) ● (with 6V/1A-Type AC Adaptor 

Available on the Market)
USB ● (USB Cable Provided)

Dimensions (W x H x D) 390 x 103 x 136 mm 390 x 88 x 136 mm
Weight (Without Batteries) 0.55 kg 0.5 kg

[1] USB Host: [Compatible Devices]
1) USB Mass Storage Class devices such as a USB flash memory device, HDD, multimedia card reader, digital camera, etc.
2) Depending on the manufacturer, some USB devices may not be supported.

[2] Notice: [About DualDisc]
The non-DVD side of a DualDisc may not be playable on JVC products.
Please note that the user takes full responsibility for the use of DualDisc, and JVC is not liable for any resulting damage.

[3] Plays all versions of DivX® video (including DivX® 6) with standard playback of DivX® media files.
[4] Not AVCHD standard in case of LAN. Playback cannot be guaranteed.

With AC-RS5 Optional Docking Station for iPod

TH-BD50 TH-BD30
Power Output (with 10% THD) Total 1,000W 300W
Supported Media (Video/ Music/ Picture) Disc, Tuner, iPod, USB Disc, Tuner, USB
Terminals Analogue (RCA) Audio In/Out (2ch) ● / - ● / -

Digital Audio In/Out ● (Optical x 1, Coaxial x 1) / - ● (Optical x 1, Coaxial x 1) / -
3.5 Analogue Audio Input ● ●

Composite Video In/Out - / ● - / ●
Component Video Out ● ●

HDMI In/Out ● / ● (1080p Up-Conversion) ● / ● (1080p Up-Conversion)
USB Host (2.0 Full-Speed)*[1] ● ●

Docking Station for iPod ●

LAN ● ●

Decoder/Circuitry LPCM ● ●

Dolby Digital/Dolby TrueHD ● / ● ● / ●
Dolby Digital Plus ● ●

DTS/DTS HD ● / ● ● / ●
Multichannel LPCM 

● ●(ReEncoded Dolby Digital or Downmix 2ch
FM Tuner Radio Data System (PS/PTY/CT/RT) ● ●

Remote Control ● ●

Playable Media/Formats*[2] BD-ROM ● (Profile 2.0) ● (Profile 2.0)
BD-RE/BD-R ● / ● ● / ●
DVD-Video ● ●

DVD-R/-RW / +R/+RW ● (VR/Video) / ● (Video) ● (VR/Video) / ● (Video)
DVD-R DL / +R DL ● (VR/Video) / ● (Video) ● (VR/Video) / ● (Video)
CD / CD-R/RW ● / ● ● / ●
MP3 / WMA / WAV (LPCM) ● / ● / ● ● / ● / ●
JPEG ● ●

MPEG-2 ● ●

MPEG-4 AVC, HP@L4.1 ● ●

SMPTE VC1, AP@L3 ● ●

DivX® (ver.3/4/5/6)*[3] ● ●

AVCHD*[4] ● ●

HDMI Deep Colour ● ●

x.v.Colour™ ● ●

1080p/24 Output ● ●

1080p Up-Conversion ● ●

HBR (High Bit-Rate) Audio Bitatream Out ● ●

Lip Sync (Audio Delay) ● (300 msec) ● (300 msec)
BD/DVD BD-LIVE™ ● ●

Fast Play (Forward/Reverse) ● ●

Slow (Forward) ● ●

Skip ● ●

Step (Forward) ● ●

Repeat ● ●

Last Condition Memory ● (DVD [VR]) ● (DVD [VR])
Cinema Zoom ● ●

Marker Search ● (DVD [VR]) ● (DVD [VR])
JPEG Slideshow with Music ● ●

Quick Loading ● ●

Progressive Scan ● ●

Zoom Play ● (JPEG only) ● (JPEG only)
Dimensions (W x H x D)/ Centre Unit 430 x 76 x 379 mm / 4.8 kg 430 x 76 x 379 mm / 4.8 kg
Weight Subwoofer 236 x 435 x 391 mm / 5.7 kg 236 x 435 x 391 mm / 5.7 kg

Front Speaker 113 x 209 x 83 mm / 0.78 kg 113 x 209 x 83 mm / 0.78 kg
Centre Speaker 301 x 118 x 83 mm / 0.9 kg
Surround Speaker 113 x 209 x 83 mm / 0.78 kg

TH-BS7 TH-FT3 TH-FT1 TH-BA1
Power Output (with 10% THD) Total 180W 180W 60W 220W
Terminals Analogue (RCA) Audio In/Out (2ch) ● (x 1) / - ● (x 1) / - ● (x 1) / - ● (x 1) / -

Digital (Optical) Audio In/Out ● (x 3) / - ● (x 3) / - ● (x 3) / - ● (x 2) / -
Subwoofer Pre-Out ●

Decoder/Circuitry Dolby Digital ● ● ● ●

DTS ● ● ● ●

PCM Decoder ● ● ● ●

Front Surround (Surround Mode 1, 2) ● ● ● ●

Fade Muting ● ● ● ●

Remote Control ● ● ● ●

Subwoofer 16cm Cone, 1-Way, Bass-Reflex 16cm Cone, 1-Way, Bass-Reflex 16cm Cone, 1-Way, Bass-Reflex
Speaker (Magnetically Shielded) 1-Way, 4-Speaker, Acoustic Suspension 1-Way, Acoustic Suspension 1-Way, 2-Speaker, Acoustic Suspension Bass-Reflex, Bar-Type
Dimensions (W x H x D) Amplifier 186 x 30.8 x 300 mm 186 x 30.8 x 300 mm 186 x 30.8 x 300 mm

Subwoofer 215 x 352 x 254 mm 215 x 352 x 254 mm 215 x 352 x 254 mm
Speaker 900 x 36.7 x 53 mm 186 x 300 x 30.8 mm (186 x 296 x 78 mm with Stand) 186 x 300 x 30.8 mm (186 x 296 x 78 mm with Stand) 900 x 125 x 85 mm

Weight Amplifier 0.73 kg 0.73 kg 0.73 kg
Subwoofer 5.0 kg 5.0 kg 5.0 kg
Speaker 1.6 kg 0.85 kg ( 0.94 kg with Stand) 0.85 kg (0.94 kg with Stand) 3.5 kg

Specifications




